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1 | STRINGENT REQUEREMEHTS NGR SHALL THE STANDARDS LIMIT THE RIGHT DF THE CDUNTY Tﬁ WANE, iN WR]TENG INDIVIDUAL REQUIREMENTS.

%%%%%%% N . _ ) TEMPORARY SEEDING SPECIFICATIONS, AR
- s | SEEDING DATES | SPECIES LB./1000 FT, PER AG..
o o e i MARCH 1 TO AUGUST 15 0ATS 3 4 BUSHEL
Y TALL FESCUE 4 4018,
_ ANNUAL RYEGRASS 1 4018, _
TEMPORARY SEEDING . | PERENNIAL RYFORASS il i ol | B
AND MULCHING -] TALL FESCUE 1 . 018
CONSTRUCTION | ANNUAL RYEGRASS 1. faows.
By & DRIVE ﬂ/ AUGUST 16 TO NOVEMBER 1 RYE 3 |28 BUSHEL
77 TALL FESCUE 1 wois
7 ANNUAL RYEGRASS 1 4018,
é | WHEAT -3 2 BUSHEL. |
o TALL FESCUE 1 wis.
LA : ANNUAL RYEGRASS 1 Ctaois. O}
\\J 1. PERENNIAL RYEGRASS S 40 LB.
. " il TALL FESCUE 4 a0l
e ANNUAL RYEGRASS o soLB.
- S NOVEMBER 1 TO SPRING SEEDING | USE MULCH ONLY, SODDING PRAC%I&ES OR DORMANT SEEDING.
CROSION AND SEDIMENT CONTROL SCHEDULE NOTE: OTHER APPROVED SEED SPECIES MAY BE SUBSITUTED.

INGRESS-EGRESS
A STONE ACCESS DRIVE COMPLETE WITH UNDER LYING GEO-TEXTILE FABRIC {20 FEET WIDE AND'50 FEET LONG) FOR INGRESS AND EGRESS AT THE SITE SHALL BE INSTALLED. THIS DRIVE
SHALL BE THE ONLY ENTRANCE AND EXIT TO THE SITE,

SILT FENCE | |
ALL SILT FENGE SHALL BE INSTALLED PRIOR TO ARY EARTHWORK ACTIVITIES AT THE STTE IN THE LOCATIONS SHOWN ON THE SITE PLAN AS WELL AS ALONG THE FRONT OF ANY LOT THAT
SLOPES TOWARDS THE STREET,

DISTURBED AREAS OF THE 8IE THAT ARE TO REMAIN IDLE FOR MORE THAN TWENTY-ONE (21) DAYS SHALL BE PﬁDP ERL‘{ SEEDED AND STRAW MULCHED WITHIN SEVEN (7} DAYS OF
COMPLETION OF INITIAL GRADING. TEMPORARY SEEDING AND MULCHING OF A THIRTY (30) FOOT STRIP OF THE ENTIRE FRONT OF THE LOT SHALL BE MAINTAINED ON THE SITE ONCE INITIAL
GRADING 18 CUMPLETE

STABILIZATIONOF CRITI CAL AREAS WITHIN FIFTY {50) FEET OF ARY STREAM OR WETLAND SHALL BE COMPLETE WITHIN TWG {2) DAYS OF THE EJISTURBANCE iF THE SITE 1810 REMAIE\I '
INACTIVE FOR LDNGER THAN FOURTEEN (14} DAYS. e s

MULGHING :
STRAW-MULCH SHALL BE APPLIED AT A RATE OF 1 BALE PER EVERY TEN {10} FEET OF CURB, AT AWIDTH OF THIRTY {30): FEET OF THE ENTIRE LENGTH OF THE LOT. WOOD CHIPS MAY ALSO
BE USED BUT MUQT BE SPREAD AT A MINIMUM DEPTH OF FOURINCHES OVER THE THIRTY-FOOT WIDTH AND MUST BE ACCOMPANIED BY A PROPERLY INSTALLED SILT FENCE.

MAINTENANCE
EROSION AND SEDIMENT CONTROLS SHALL BE INSPECTED EVERY SEVEN {7) DAYS OR WITHIN 24 HOURS OF A 0.5" OR GREATER RAINFALL EVENT, © R g
NECEBSARY REPAIRS SHALL BE MADE AT THIS TIME. i
NOTE: : A : Fon _
ALL EROSION AND SEDIMENT CONTROL SPEC!F!CATIONS APPU{:ATSQNS AND TiMETABLES ARE BASED OF THE DESCRIPTIONSAND STANDARDS OF THE QHIO DEPARTMENT oF NATURAL

RESOURCES "RAINWATER ARD LAND DE\'ELOPMEHT MANUAL™ AND CAN BE FOUND IN THE LAKE CDUNTY EROSIOI\! AND SEDIMENT CONTROL RULES AS AﬁGPTEﬂ QEQEMBER 21 1999 -

__‘w,..».w
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